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The Formulator “K” is a fixed-ratio metering
and pumping unit. Its reciprocating 5-inch
stroke air motor is connected by a common
bar to two fluid sections. The unit’s push-
pull stroke insures that the pumps start
and stop each stroke in unison. Fluid
pressure output is determined by the air
pressure imposed on the air motor. For
example, a 7.5:1 ratio unit will produce
675 PSI and a 15:1 ratio unit will
produce 1350 PSI when the applied air
pressure is 90 PSI.

The sturdy cart rolls easily on 
10-inch diameter wheels. 
Its integrated handle allows
the unit to be tilted easily 
for transport.

Wall Mount Unit
No Heaters

Cart Mount Unit
With Heaters

The Binks B-Series Air Motors are designed to operate at air
pressure from 20 to 90 PSI (max). All Binks B-Series Air Motors
incorporate easy-to-adjust & maintain air slide valves with Delrin
seals and an improved, quieter exhaust muffler.

The fluid sections have reversible (for longer wear) tungsten
carbide upper and lower check valve seats. The teflon chevron
packings have manual, external take-up on the upper packing
set while the lower packing sets are fixed. The cylinder tube and
piston rod are constructed of stainless steel with hard chrome
finish for long wear and corrosion resistance. The foot valves
are threaded both internally and externally, for convenience
and versatility in choice of resin supply method.

The wall unit can be easily converted to a wheeled cart unit and
vice versa since they both share a common mounting bracket.

Formulator “K”s...
with and without heaters,
cart or wall mounted.



Fluid Heaters (Optional)
Fluid heaters are available in 120 VAC, 230/240 VAC or  415/440 VAC
for material systems that require heating of either or both components.
The heaters are compact, lightweight, explosion-proof units designed for
maximum efficiency and minimum maintenance. The follow passages
are stainless steel.

Specifications:
Working Pressure Range: 5000 PSI Max. (340 bars)

Temperature Range: 60° to 250° F. Max.

Power: 2000 Watts
16.6 Amps @ 120 V..............Part No. 830000
8.3 Amps @ 230/240 V ......Part No. 830001
4.5 Amps @ 415/430 V ......Part No. 830002

Weight: 18 lbs. (8.3 kg)

Dimensions: 16-1/16" H x 4-3/4" W x 7-1/2" D

This unit is CSA certified for Class 1, Division 1, Group D, 
Hazardous Locations, Temperature Code (identification number) T3

Formulator “K” 
Fluid Ratio/Displacement Chart

Displacement
Pump Fluid GPM at Fl. Oz.

Combination Ratio 40 Cycles/Min. Per Cycle
C-C 1:1 2.08 6.66
D-D 1:1 4.68 14.97

Mechanical Advantage 
(Theoretical Pressure Ratio)

Air Motor Selection

Pump B-6 B-8Combination

C-C 23.46:1 —
D-D 10.43.1 18.56:1

Motor Size B-6 B-8

Model No. 41-12302 41-12303

Reference 2228 2213Part Sheet
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